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MATERIAL DRN. DATE
KIRK C KOONS 4/11/2023 USERS MUST ASSURE THEY ARE USING THE CORRECT REVISION
CHKD DATE
N/A IC 4/11/2023 —=_- DANIELS MANUPACTURING CORP.
APP'D DATE == 4
1 i | BT ESS CAGE 11851
RESTRICTED & CONFIDENTIAL HEAT TREAT INLESS OTT?_ILEIE{FSVA}EEEP e TITLE
CONFIDENTIAL PROPERTY OF DANIELS MANUFACTURING CORP. NOT TO BE DISCLOSED TO FRACTIONS + 1/32 ANGLE # 2° MOTORIZED PULL TESTER, 250Ib,
OTHERS. REPRODUCTION OR USED FOR ANY OTHER PURPOSE EXCEPT AS AUTHORIZED IN N/A DECIMAL INCHES: SCT
WRITING BY DANIELS MANUFACTURING. MUST BE RETURNED TO DANIELS MANUFACTURING i 020 X 010
CORP. ON COMPLETION OF ORDER OR PURPOSES FOR WHICH LENT. REMOVE BURRS AND BREAK WHERE USED: SAFE-T-CABLE TESTING
CREATED FROM AN INVENTOR MODEL. CHANGES MUST BE REFLECTED IN THE 3D PART si'lﬁii.f'?ﬁﬁssgo%'sﬁ@ SIZE| SCALE | No. SHEET
OR BETTER ALL OVER - -
DIMENSIONAL LIMITS APPLY AFTER FINISHING N/A INTERNAL CORNER RADIUS .010 MAX 2 PARI:_III\II::)T 250C-SC 1 OFRE‘\]/-
INTERPRET PER ASME Y14.5M-2018 P c 1/ MPT-250C-SC | A



NOTES:

77 15-3318 1 GRIP SET, SCT, MPT-250C 51 1-1426 2 #10-32 TITANIUM HEX NUT 25 15-1578 1 CABLE TIE MOUNT, 4.6" HGT, #10
76 LB-0382 1 TRIANGLE SAFETY LABEL, ROTATING 50 1-1247 6 #10-32 X 5/8 BHCS SCREW
SHAFT (ISO 3864-2) 49 1-1245 5 10-32 X 3/8 BUTT CAP SCR 24 15-1577 1 CABLE TIE MOUNT, 2" HGT, #10 SCREW
75 LB-0319 1 1" @ SAFETY LABEL, WEAR EYE 48 1-1133 20 |#4-40 X 1/4 BHCS 23 15-2037-1 15 |FASTENER, TIE, 8" LG X .100" WD, .18lb
PROTECTION (ISO M004) 47 1-1132 8 #4-40 X 3/16 BHCS 22 15-1575 1 CABLE ASSEMBLY, SENSOR
74 LB-1630 1 1" @ SAFETY LABEL, READ MANUAL (ISO 46 1-1074 2 #8-32 X 3/4 SHCS 21 15-1574 1 WIRE HARNESS, DISPLAY INTERFACE
M002) 45 1-1023 4 8-32 X 1/4 BUTT HD SCREW RIBBON CABLE
73 MPT-250C-TKA 1 TOOL KIT ASSEMBLY 44 1-1012 6 #8-32 X 3/4 FHCS 20 15-1573 1 WIRE HARNESS, MAIN PCB DC POWER
72 MPT-250C-SWUG 1 SOFTWARE USER GUIDE 43 15-6025 1 PCB, MOTOR CONTROL, MPT-250C 19 15-1572 1 WIRE HARNESS, MAIN AC POWER
71 4-1852 3 #10 PLASTIC WASHER 42 15-6030 1 PCB, MAIN CONTROL, MPT-250C 18 15-1571 1 WIRE HARNESS, MOTOR CONTROL
70 4-1851 4 #8 PLASTIC WASHER 41 15-6023 1 PCB, POWER SUPPLY ASSEMBLY, POWER
69 15-1586 1 USB W/ SOFTWARE MPT-250C 17 15-1570 1 WIRE HARNESS, MOTOR CONTROL
68 HPT-TV 1 TENSILE VALUES CHART 40 15-6022 1 PCB, DISPLAY/USER CONTROL, INTERFACE
67 4-1848 4 ROUND STANDOFF, FEMALE, #10-32 MPT-250C 16 15-1569 1 WIRE HARNESS, ENCODER
66 15-1585 1 CABLE, USB 2.0, A-A MALE, 2M 39 15-3317 1 MOUNTING BLOCK, LOAD CELL 15 15-1511 1 LABEL, EARTH GROUND
65 15-1020 1 CABLE, LINE-CORD, 15F2481) 38 15-3316 1 MOUNTING BRACKET, COVER 14 15-1509 1 EARTH GROUND, WIRE ASSEMBLY
64 15-1582 2 CRIMP TERMINAL, .156 CENTERS, 18-24 37 15-3315 3 MOUNTING BLOCK, COVER 13 15-1103 1 DC GEARMOTOR, MPT-250C
AWG 36 15-3311 1 COVER 12 15-0077-1 1 RETAINING RING
63 15-1581 1 KK (3.96)/.156 CRIMP TERMINAL 35 15-3310 4 MOUNTING BLOCK, LCD DISPLAY 11 15-0060 1 SENSOR MOUNTING BRACKET
HOUSING 34 15-3309 1 BACK PLATE 10 15-0057-15 1 #4-40 X 3/8 BHMS
62 15-6022-2 1 TOUCHSCREEN DISPLAY, 4.3 TFT 33 15-3308 1 BASE PLATE 9 15-0057-14 4 #6-32 X 3/8 BHCS
61 MPT-250C-UG 1 USER GUIDE 32 15-3306 1 DISPLAY/USER CONTROL HOUSING 8 15-0057-12 2 #4-40 X 1/2 FHCS
60 4-1822 4 SWIVEL LEVELING MOUNT FOOT 31 15-3305 1 PARTITION 7 15-0057-9 23 | #8-32 X 5/8 FHCS
59 4-1821 2 CONCEALED HANDLE PULL ASSEMBLY 30 15-3304 1 FRONT PLATE 6 15-0057-3 4 M5 X 16mm FHCS
58 4-1819 12 |HEX STANDOFF, MALE-FEMALE, #4-40 X 29 15-3284-2 1 NAMEPLATE, CE, MPT-250C 5 15-0038 1 LOCKDOWN STUD (PAN HEAD) MPT-200A
1/4 28 15-3001-10 2 FUSE, GLASS 1A 250VAC 3AB 3AG 4 15-0037 1 #4-40 X 1/4 RHMS
57 27 15-3001-9 1 FUSE DRAWER 3 15-0030 2 #4-40 MACHINE SCREW HEX NUT
56 4-1817 4 HEX STANDOFF, FEMALE, #4-40 X 1/4 26 15-3001-8 1 CONNECTOR, AC WITH SWITCH 2 15-0017 2 #8-32 X 1-1/2 SHCS
55 4-1719 1 #10-32 MALE/MALE THREADED ADAPTER 1 A15090-0 1 LOAD CELL, 250lb, 3mV/V, MPT-250B
54 4-1088 16 |#4 HELICAL LOCK WASHER
53 4-1078 16 | #4 FLAT WASHER
52 4-1052 1 #10 HELICAL LOCK WASHER
1. ITEMS 14, 16-23 AND 63-66 NOT SHOWN.
2. REFER TO MPT-250C-OWD TO INSTALL ITEMS
14, 16-22 AND 63-66.
3. ITEMS 61 P 69 & 72-73 NOT SHOWN ’ BUT MATERIAL DRKNI'RK C KOONS Cyii/2023 | USERS MUST ASSURE THEY ARE USING THE CORRECT REVISION
SHIPPED WITH UNIT. N/A TP /2023 2E S DANIELS MANUFACTURING CORP.
4. ENSURE THAT PROPER POWER CORD IS PP e Tt o | BB CAGE 11851
SUPPLIED TO WORK IN THE DESTINATION RESTRICTED & CONFIDENTIAL HEAT TREAT nLESs OTvERwSE shecrteD. | MOTORIZED PULL TESTER. 250Ib
CONFIDENTIAL PROPERTY OF DANIELS MANUFACTURING CORP. NOT TO BE DISCLOSED TO FRACTIONS + 1/32 ANGLE + 2° v '
COUNTRY. OTHERS. REPRODUCTION OR USED FOR ANY OTHER PURPOSE EXCEPT AS AUTHORIZED IN N/A DECIMAL INCHES: SCT
WRITING BY DANIELS MANUFACTURING. MUST BE RETURNED TO DANIELS MANUFACTURING X +.020 XX +.010
5. SUPPLY THE LATEST COPY OF THE CE CORP. ON COMPLETION OF ORDER OR PURPOSES FOR WHICH LENT. REMOVE BURRS AND BREAK | WHERE USED: SAFE-T-CABLE TESTING
DECLARATION OF CONFORMITY WITH TOOL CREATED FROM AN INVENTOR MODEL. CHANGES MUST BE REFLECTED IN THE 3D PART | FINISH si’:{’;izg'gﬁﬁssgogg"ag@ SIZE| SCALE | No. SHEET
. OR BETTER ALL OVER MPT-250C-SC 2 OF 4
DIMENSIONAL LIMITS APPLY AFTER FINISHING N/A INTERNAL CORNER RADIUS .010 MAX 2 SART NG, BV
INTERPRET PER ASME Y14.5M-2018 P £ B 1/ MPT-250C-SC | A




SEE SHEET 4
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= DANIELS MANUFACTURING CORP.

ORLANDO, FLORIDA

é?g_% CAGE 11851

RESTRICTED & CONFIDENTIAL

CONFIDENTIAL PROPERTY OF DANIELS MANUFACTURING CORP. NOT TO BE DISCLOSED TO
OTHERS. REPRODUCTION OR USED FOR ANY OTHER PURPOSE EXCEPT AS AUTHORIZED IN
WRITING BY DANIELS MANUFACTURING. MUST BE RETURNED TO DANIELS MANUFACTURING
CORP. ON COMPLETION OF ORDER OR PURPOSES FOR WHICH LENT.

HEAT TREAT
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DIMENSIONAL LIMITS APPLY AFTER FINISHING

INTERPRET PER ASME Y14.5M-2018

FINISH

N/A

TOLERANCE:

UNLESS OTHERWISE SPECIFIED

FRACTIONS + 1/32 ANGLE + 2°

DECIMAL INCHES:

X £.020 XX +.010

XXX £.005 .XXXX +.0005

REMOVE BURRS AND BREAK

SHARP EDGES .005 - .015

SURFACE FINISH TO BE @
OR BETTER ALL OVER

INTERNAL CORNER RADIUS .010 MAX

E PROJECTION

TITLE

MOTORIZED PULL TESTER, 2501Ib,

WHERE USED: SAFE-T-CABLE TESTING

SIZE| SCALE

Cl|1/2

SCT
CAD NO. SHEET
MPT-250C-SC | 3 OF 4
PART NO. REV.
MPT-250C-SC A



MATERIAL DRN. DATE
KIRK C KOONS 4/11/2023 USERS MUST ASSURE THEY ARE USING THE CORRECT REVISION
CHKD DATE
N/A IC 4/11/2023 = DANIELS MANUFACTURING CORP.
— ORLANDO, FLORIDA
APPD DATE y
1 i | BT ESS CAGE 11851
RESTRICTED & CONFIDENTIAL HEAT TREAT UNLESS J%I-Eisvﬁ}ggp D TITLE
CONFIDENTIAL PROPERTY OF DANIELS MANUFACTURING CORP. NOT TO BE DISCLOSED TO FRACTIONS # 1/32 ANGLE % 2° MOTORIZED PULL TESTER, 250Ib,
OTHERS. REPRODUCTION OR USED FOR ANY OTHER PURPOSE EXCEPT AS AUTHORIZED IN N/A DECIMAL INCHES: SCT
WRITING BY DANIELS MANUFACTURING. MUST BE RETURNED TO DANIELS MANUFACTURING e 020 XX 00
CORP. ON COMPLETION OF ORDER OR PURPOSES FOR WHICH LENT. REMOVE BURRS AND BREAK WHERE USED: SAFE-T-CABLE TESTING
CREATED FROM AN INVENTOR MODEL. CHANGES MUST BE REFLECTED IN THE 3D PART | FINISH si'?{ﬁi??ﬁﬁssf%'sﬁ@ SIZE| SCALE | Mo. SHEET
OR BETTER ALL OVER MPT-250C-SC 4 OF 4
DIMENSIONAL LIMITS APPLY AFTER FINISHING INTERNAL CORNER RADIUS .010 MAX SART NG BV
N/A Bl1/2/™® |

INTERPRET PER ASME Y14.5M-2018

3rd ANGLE PROJECTION
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