REVISIONS

REV. E.C.0. BY APPD

SYM. NUMBER DESCRIPTION DATE DATE
ENF RRR

2 CAVITIES REVERSED |12523-11 | 122511

9.70

PH: (407) 655—6161 rx(«w) 855-8

DCT4-101 J

3.55 "nr
TYP,

UNCONTROLLED DOCUMENT
WILL NOT BE UPDATED

2. CAVITY GAGING DIMENSION "A":
CAVITY Y: .142
CAVITY B: .116
CAVITY R: .089
CAVITY W: .072

. FUNCTIONAL EQUIVALENT TO TYCO/AMP 46063
gOBSOLETE) AND TYCO 58573—1 TOOL FOR INSULATED
PARE WIRE CAPS.
NOTE

RESTRICTED & CONFIDENTIAL

CONFIDENTIAL PROPERTY OF DANIELS
MANUFACTURING CORP. NOT TO BE
DISCLOSED TO OTHERS, REPRODUCED
OR USED FOR ANY OTHER PURPOSE,
EXCEPT AS AUTHORIZED IN WRITING
BY DANIELS MANUFACTURING.
MUST BE RETURNED TO DANIELS
MANUFACTURING CORP. ON COMPLETION
OF ORDER OR OTHER PURPOSE FOR
WHICH LENT.

DO NOT SCALE DRAWING

MATERIAL ITEM PART NO. | QTY. | DESCRIPTION /REMARKS
"5 DEPAIVA 52597 rlm DANIELS WANUFACTURING CORP.
oKD pE oare | WY Cict 11851

HEAT TREAT APFD. DATE | TmE
AP [oRE | COMMERCIAL CRIMP TOOL

- ENVELOPE DRAWING

THIS DRAWING IS ,;N OUTLINE WHERE USED:

FINISH DRAWING OF THE RESPECTIVE

DMC PART NUMBER
INDICATED. ACTUAL DMC
PART NUMBER IS DRAWING

NUMBER WITHOUT

THE "—ENV" SUFFIX.

5|zz| SCALE | CAD P/N SHEET, OF

ULL [DCT4—101—ENV[ 1 "1

POSTING

DWG. NO. REV.

DCT4—101—ENV| 2




