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Mini Soft-Jaw Pliers
BT-SJ-509R BT-SJ-509A

The Mini Soft-Jaw Pliers are available in both straight (BT-SJ-509R) and 30° angled head (BT-SJ-509A) 
versions. These self-adjusting pliers allow for one-handed operation. The jaws adjust as quickly as your 
hand can squeeze the handles. 

The narrow jaw design allows easy access to the tightest places. Non-marring jaws (BT-SJ-509A-1) are 
durable and easy to replace.

BT-SJ-509R
Straight Head

BT-SJ-509A
30° Angled Head
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Mini Soft-Jaw Pliers
BT-SJ-509R BT-SJ-509A

Use a heat gun* to apply hot air to the back 
side of the jaw insert. 

Apply a small amount of fuel resistant adhesive 
on the replacement jaw insert. Be sure to place 

the adhesive only on the portion that will be 
inserted into the pliers.

Push the replacement jaw insert into the opening in 
the pliers until it is fully seated in the tool.

Pull the jaws out using sharp pliers or similar 
tool.

Jaw Replacement Instructions

*Wear safety glasses while operating heat gun. Heat guns produce flameless heat at very high temperatures. Therefore, it is nec-
essary to keep hands, face, hair, as well as clothing and other heat sensitive material out of the air stream.


